
 

QUICKSTART GUIDE 
FYREBX 
FUELBX 
LANDBX 

1. Prep your unit for use: 

​ Remove all packaging & cut off zipties. 
​ Attach the compact track loader to the mounting plate. 
​ Ensure the locking pins are in the locked position on your mounting plate. 
​ Attach the flat face hydraulic couplers coming from the FYREBX flow control to the compact track 
loader. 

​ Make sure your machine has the same hydraulic directional flow from the compact track loader.  
WARNING: Failure to install in and out flow properly will void warranty and cause significant 
damage to the FYREBX hydraulic system. 

​ Fill up your unit with water using either one of the 2 back fill ports located on your unit. 
​ There are manual valves on the inside of your tank for both the front ports of your unit. They are 
preset to “flow” mode when shipped from the factory.  To change to “mixing” mode turn the yellow 
handle and this will create internal mixing inside your tank, which is ideal for hydroseeding and 
other solutions that need pre-mixed before use.  Allow 15-20 minutes of consistent internal mixing 
before use. 

​ To only create flow from one of the existing flow ports, cap with the 1 ½’’ camlock cap included with 
your unit. 

​ Set the nozzles to the desired flow pattern, turn the camlock angle to the desired direction of spray, 
or attach fire hoses and use as needed. 

2. Ready for use:  

​ Start your machine. Engage auxiliary flow on your compact track loader.  (Your flow control is 
preset at a (8) on the flow rate lever, adjust as needed.) 

​ Use an auxiliary trigger or toggle switch on the compact track loader to begin the flow of water from 
your unit.  WARNING: running hydraulics in reverse can cause failure in the hydraulic water pump 
and will void warranty. 
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3. Addition Operations:  

​ To drain the FYREBX for winterization, remove 3’’ plugs. Blow out any water in the plumbing. 
WARNING: Failure to winterize can cause failure in the hydraulic water pump and will void warranty. 

​ Foam:  To create foam with your air-aspirated nozzle, add 1.5’’ gallons of class A foam to your unit 
filled with water at the fill/lid location. Switch the nozzle at location and replace with an air-aspirated 
nozzle. Place unused nozzle at the previous location that held the air-aspirated nozzle. (Rear fill port 
location.) 

​ Hydroseeding: LANDBX or LANDBX Upgrade to FYREBX. Pellet hydro-much material only. To 
change to “mixing” mode turn the yellow handle and this will create internal mixing inside your 
tank, which is ideal for hydroseeding. Allow 15-20 minutes of consistent internal mixing before use. 

​ To use the hose adapters, remove the nozzle from the location. Attach the hose adapter with the 1 
½’’ camlock to the nozzle location. Move the previous nozzle to the same location that the hose 
adapter came from at the vent location. 

​ FYREBX T3: To lock the firebox tools, shut the firebox lid and secure with approved zip ties or lock 
for secure hold during transport. 

4. Hider Pump:  

​ Remove your hider pump from the bracket or from inside your toolbox and attach the 90 degree 
camlock to the back fill port located on your FYREBX. 

​ Connect your hydraulic lines attached to your transfer pump to the flow control on your FYREBX. 
(Note: Make sure to turn the valves on the flow control to ensure hydraulic flow to your Auxiliary 
pump instead of into your unit.) 

​ Place your pump into the water source you will be pulling from. (WARNING: When choosing your 
water source, be mindful of where the bottom of your pump will be resting. If you place it into a pond, 
lake, ect., make sure to rest it into a section or onto a flat surface that will pull water and not debris 
from the bottom of the water source. This pump has a lot of force and will fill your box up with sand, 
dirt and rocks if placed directly into the debris.) 

​ Turn your machine on and begin hydraulic flow into your pump for refilling to begin. 
​ Once your unit is filled at the desired level, remove connections and make sure to turn your valves 
back to hydraulic flow into your unit before you proceed with unit use. 
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5. Hose reel: 

​ Make sure your 90 degree cam lock that is coming from the hose reel is connected to the front 
spray port located in the front of the unit. 

​ To begin using your hose reel, twist the pin located on the side to unlock and begin unraveling of 
the hose. 

​ Proceed spraying and adjust the nozzle as desired.  (Note: for first use, It may take a few moments 
for the water to travel through the hose before it begins spraying.)  When finished using your hose 
reel, let the water drain from the hose by leaving the nozzle open and wrapping the hose back onto 
the hose reel. Use the locking pin to lock hose reel into place and move the 90 degree camlock back 
to the fill port location. 

6. Need more information?  
 
 

For more information please reference our website: 
Here you can learn more about all our units, accessories, manuals, and more www.fyrebx.com  
 
Visit our youtube channel for demonstrational videos: 
FYREBX - YouTube  
 
Still didn't find what you were looking for? 
Email: office@fyrebx.com 
Phone: 530-255-4431 
Find our Website Here 

 
TAG US ON SOCIAL MEDIA WITH YOUR PHOTOS AND VIDEOS 

https://www.facebook.com/fyrebx 
https://www.instagram.com/fyrebx/ 

https://www.youtube.com/channel/UCWVVEXCXx-rEy4urvw9_nuw 
https://www.tiktok.com/@fyrebx 

https://www.linkedin.com/company/fyrebx/posts/ 
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